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GENERAL ELECTRIC COMPANY RAILWAY SUPPLIES 


RAIL BONDS 



CLIMAX TRACK DRILL 

This track drill is substantially built and well adapted to hard usage. It 
has crucible steel gears and forged steel hooks. The hooks are shaped to 
permit drilling of holes as close as \ in. to the end of the rail, and are adjustable 
lengthwise to extend over a Weber joint or a guard rail. The hooks may be 
adjusted to the height of the rail by a set screw. To clear the track it is 
necessary only to break the back brace and throw the hooks backward. 


Cat. Co. 


Description 


Weight 
in Lb. 


103387 j Climax Track Drill for T Rail 


60 


REPAIR PARTS FOR CLIMAX DRILL 



Cat. No. 

Description 


Cat. No. 

Description 

103388 

Ratchet Wheel 


103402 

Bottom Frame 

103389 

Ratchet Feed Dog 


103403 

Hook (2) 

103390 

Crank (2) 


103404 

Upright Frame 

103391 

Eccentric Gear 

■ 

103405 

Nut Box 

103392 

Bevel Gear (3) 

1 

103406 

Right Toggle Joint 

103393 

Feed Screw 


103407 

Left Toggle Joint 

103394 

Vertical Shaft 


103408 

Spindle 

103395 

Crank Shaft 


' 103409 

Steel Nut 

103396 

Foot Plate 


103410 

Joint Handle 

103397 

Foot Plate Bolt (2) 


103411 

Hook Coupling 

103398 

Ball Bearing 


103412 

1 ¥ Bolt (6) 

103399 

Brass Bushing 


103413 

1" Bolt (3) 

103400 

Spindle Cap Set Screw 


103414 

Key for Ratchet Wheel 

103401 

Rocker Shaft 
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